
 
                                                                                                               
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 

良英股份有限公司 
SUPER ELITE TECHNOLOGY CO., LTD 

Unit : mm  
  

DATE Model 

 

Draw 

check chang 

SE-AN0804M 09 - 09 - 2004 

 DWG No.   2K490901DV2 Unit : mm 

06 - 04 - 2007 

Note： 
V/A ：VIEW AERA 
A/A ：ACTIVE AERA 
Pin 4 : Top 

Pin 3 : Right 

Pin 2 : Bottom 

Pin 1 : Left 

 
Pin Pitch：2.54 mm 
Total Thickness： 2.1 ± 0.2 mm 
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1. Suitability 

  This specification suit analog resistance touch panel. which used in LCD module. 
 

2. Apply To Specification 
 

2.1.Surface Hardness：3H↑ 

2.2. Optical Clarity：78 ~ 84 % 

2.3 Operating Temperature ：-40°C ~ 90°C 

2.4 Thermal shock test : -40℃ ~ 110℃ 

2.5 Storage Temperature：−40°C ~ 90°C  

2.6 Operating Voltage： DC5V 

2.7 Operating Current：5mA ~ 25mA  

2.8 Isolation Resistance：20MΩ↑ ＠DC25V  

2.9 Linearity：±1.5%↓ 

2.10 Operation Pressure ： 100g↓ 

2.11 Resistance：150Ω ~ 1200Ω 

 


